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STAND DESIGN/SHELL SYSTEM ICFF NY

ON LINE SET-UP MANUAL

THE ENTIRE ICFF MANUAL IS AVAILABLE ON-LINE AT

http://www.icff.com/setup
ICFF NEW SHELL SYSTEM 

The new GES Premier Wall System consists of wall modules /panels with honey comb construction and aluminium edge protection. The panels are covered with vinyl laminate.

Adjustable feet allow for easy cable/electric distribution and base trim is available for a finished look.

Basic Features:

Height





3m

9’10”

Weight of Panel with feet extended


3.06 m

10’1/2”

Width 1m panel




1m

3’3-1/4”

Width ½ m panel




0.5m

1’6”

Thickness




60mm

2-1/4”

Height of feet off floor



63.5mm
2-1/2”

Inside dimensions




2.94m wide
9.65 ft wide







2.99m deep
9.88 ft deep

Visible aluminium edge



2 mm

3/32”

IMPORTANT

Participants please note that the ALUMINIUM AREAS ARE NOT NAILABLE

Weight capacity
Per hang point



18 kg

40 lbs








100lbs max per panel

VERY IMPORTANT 

ONLY nails/drywall screws/picture hooks can be used with the following dimensions:

· 38.1mm minimum – 1 ½ in. or 50.8mm maximum – 2 in. maximum

STAND DIMENSIONS BEDG STANDS WITH ICFF SHELL SYSTEM

Standard 10’ BOOTH – 100 sq feet

Height of shell system



 - 3m

Length (inside dim. excl. panel width)

 - 2.94m 

Width (inside dim. excl. panel width) 
 
 - 2.99m

Standard 5’ BOOTH – 50 sq feet

Height of shell system



-  3m

Length (inside dim.)



-  2.99m

Depth (inside dim.)



-  1.48m

· ALL SHELL PANELS COME IN MULTIPLES OF 1m – 0.5m 

· All AILES booths come with a finished light birch platform floor

· All ISLAND booths come with black carpet

FOR FURTHER INFORMATION PLEASE SEE ATTACHED DRAWINGS

PARTICIPANTS SPECIAL BOOTH REQUIREMENTS

NEW – ICFF 2007/8

Side panels (dividing walls in aisle booths) can either be taken to the full depth of booth or reduced by multiples of 50 cm to a minimum of one panel (i.e. 50 cm) This requires approval of the adjacent booths 

Participants wishing to bring in the FULL depth will have to be adjacent to other booths with full side panels. If no other participants wish to have fully enclosed booths, all side panels within the contingent will only be 100-150 cm deep 

Booths can be covered although care must be taken not to interfere with the adjacent booths on both sides as well as the back aisle. 

Instead of nails exhibits can be suspended via hooks, brackets or clamps from the top of the back and side walls. Doublesided tape, Velcro and/or other non-permanent fixing means are often also good solutions for wall handing items provided they are not too heavy.

